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QuadraView™ Cabling Applications 
QuadraView Unit P/N:  Q V - 4 K V M D V I  Rack Mount Kit:  RM-QV19, 23,or 24 (inch) 
  

Connectivity - Typical Applications Cabling & Adapters Needed 
QV to KVM:  DVI or VGA & USB  

    

DVI & USB are Native,  if VGA Video use: 
• A C C - D V I M V F   (DVI-I to VGA Adapter) 

QV to KVM Extension:  DVI-I  or VGA & USB 

    

• C A B - D V I I M F 0 0 6   (DVI-I Male-Female)  or 
• C A B - D V I I M V F 0 0 6   (DVI-I to VGA Male-Female)
• C A B - U S B A A M F 0 0 6  2 ea (USB A Male-Female)

QV to KVM:  VGA & PS/2 

    

•  A C C - D V I M V F     (DVI-I to VGA Adapter) 
• C N V - U S B P S A   (USB to PS/2 Converter) 

QV to Switch CPU Port:  USB & DVI-I  to DB25 

    

•  C A B - C X U S B C 0 0 5  (DB25 to VGA-USB) 
• A C C - D V I M V F     (DVI-I to VGA Adapter) 

CPU to QV:  USB & VGA  to  USB & DVI-I  

    

• C A B - D V I I M V M 0 0 6  (VGA to DVI-I Male-Male) 
• C A B - U S B A B 0 0 5   (USB A to B Male-Male) 

CPU to QV:  USB & DVI-I   to  USB & DVI-I  

    

• C A B - D V I I M M 0 0 6   (DVI-I Male-Male) 
• C A B - U S B A B 0 0 5   (USB A to B Male-Male) 

CPU to QV:  VGA & PS/2  to  PS/2 & DVI-I  

    

•  C A B - D V I I M V M 0 0 6  (DVI-I to VGA Adapter) 
• C A B - M D 6 M 2 M D 6 M 0 0 6  (PS/2 – Y Cable) 

CPU to QV:  DVI-D or DVI-I   to  PS/2 & DVI 

    

• C A B - D V I D M M 0 0 6  (DVI-D Male-Male)  or 
• C A B - D V I I M M 0 0 6   (DVI-I Male-Male) 
• C A B - M D 6 M 2 M D 6 M 0 0 6    (PS/2 – Y Cable)) 

CPU to QV:  PS/2 & VGA  to  PS/2 VGA~DVI-I  

    

•  C A B - C X V 6 6 M M 0 0 5  (VGA & PS/2 Male-Male) 
•  A C C - D V I M V F     (DVI-I to VGA Adapter) 
• A C C - M D 6 M 2 M D 6 F  (PS/2 – Y Adapter) 

KVM Port to QV:  DB25  to  VGA~DVI-I  
   for a Multi-User set-up &/or more than 4 CPU’s 

    
Note:  Uses 4 sets of Cables Switch to QV  (2 choices are shown)

• C A B - C 1 V S 0 6 0 0 C 0 0 5  (DB25 to VGA-PS/2) 
•  A C C - D V I M V F     (DVI-I to VGA Adapter) 
 o r  a l t e r n a t e l y  u s e :  
• C A B - C X 6 0 6 C 0 0 5  (DB25 to VGA-PS/2) 
• A C C - M D 6 M 2 M D 6 F  (PS/2 – Y Adapter) 
• A C C - D V I M V F     (DVI-I to VGA Adapter) 

Chaining QV to QV:  DVI-D or DVI-I  &  USB 
   Chain up to 4 QV for 16 CPU Ports (=5  uni ts )  

    

• C A B - D V I D M M 0 0 6  (DVI-D Male-Male)  or 
• C A B - D V I I M M 0 0 6   (DVI-I Male-Male) 
• C A B - U S B A B 0 0 5   (USB A to B Male-Male) 

QV to Serial Port:  Cable for -  
Upgrading Firmw are & External  Ser ial  Control  *  

• C A B - Q V R X 0 0 6   (RJ45 to DB9 Female) 
*  Note: Serial control is a pending feature 

 


